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Derating Curve

KSP50

 General Specifications

Environment

• Operating Temperature : -40°C ~ 85°C
• ��Operating Humidity : 5% ~ 95% RH (Non condensing)
• Storage Temperature : -40°C ~ 105°C
• Cooling : Free-Air Convection, Forced air
• MTBF : 3.6 x 105  hrs

KSP50 Series Small Size Excellent Efficiency DC-DC Converter
MAX. Power 50W  Isolated DC-DC Converter

Input
Input Voltage Range 24V(18 ~ 36), 48V(36 ~ 75), 72V(55 ~ 90), 110V(65~150)

Efficiency 86% ~ 93%
Remote on/off Coltrol Positive Logic Remote on / off

Output

Output Voltage 3.3V, 5V, 12V, 15V
 Line Regulation ± 0.5%
Load Regulation ± 1.0%

Output Voltage Accuracy ± 2.0%
Output Voltage adj. Range ± 10% Range

Protection
Circuit

Over Current Protection Works at over 105% of rating and recovers automatically
Over Voltage Protection Works at 115% ~ 140% of rating
Over Temp. Protection None

Electrically
Isolated

High Pot Input / Output, Input / Case, Output / Case : AC500V 1minute
Isolation Input / Output, Input / Case, Output / Case : DC500V 100㏁

• Electric car, Railroad
• Industrial applications
• Distributed Power Systems
• FA control
• Data and telecommunication

Applications

• Six side shield compact size
• Excellent Efficiency & Reliability
• Built in ceramic Capacitor only(high reliability)	
• Isolated Input - Output
• 300kHz fixed frequency & Current mode Control
• Low output Ripple & Noise
• Built-in over current protection circuit
• Built-in over voltage protection circuit
• Built-in Input UVLO(Under Voltage Lock Out)
• Positive logic input remote on/off control
• Wide 2 :1 input range		
• Adjustable output voltage		
• �Safety:NRTL/CE Standard(UL/EN60950-1)
   (Approvals pending)
• RoHS compatible design

• 2-years warranty

Features

<KSP50-24-XX>

<KSP50-48-XX>

<KSP50-72, 110-XX>



K
SP

50
 S

er
ie

s

www.odp.co.kr, www.odpcorp.com   49

Outline Dimensions : <Unit : mm (inch)>

MODEL
KSP50-
24-3R3

KSP50-
24-05

KSP50-
24-12

KSP50-
24-15

KSP50-
48-3R3

KSP50-
48-05

KSP50-
48-12

KSP50-
48-15

Input Voltage (V) 24 (18 ~ 36) 48 (36 ~ 75)

Output
Vout (V) 3.3 5 12 15 3.3 5 12 15

Iout (A) 11 10 4.2 3.3 11 10 4.2 3.3

Maximum Power (W) 36.3 50 50.4 49.5 36.3 50 50.4 49.5 

Ripple & Noise (mVp-p)
(BW : 20MHz)

75 75 120 150 75 75 120 150

Efficiency Typ.(%) 90 92 93 93 90 92 93 93

MODEL
KSP50-
72-3R3

KSP50-
72-05

KSP50-
72-12

KSP50-
72-15

KSP50-
110-3R3

KSP50-
110-05

KSP50-
110-12

KSP50-
110-15

Input Voltage (V) 72 (55 ~ 90) 110 (65 ~ 150)

Output
Vout (V) 3.3 5 12 15 3.3 5 12 15

Iout (A) 11 10 4.2 3.3 11 10 4.2 3.3

Maximum Power (W) 36.3 50 50.4 49.5 36.3 50 50.4 49.5

Ripple & Noise(mVp-p)
(BW : 20MHz) 75 75 120 150 75 75 120 150

Efficiency Typ.(%) 90 91 90 90 86 89 88 88

KSP50 Series Ordering Information(Single Output)

Pin assignments

Trim Method External Parts

|  Top View  |

Pin No. Single

1 CNT

2 -Vin

3 +Vin

4 +Vout

5 -Vout

6 TRM

Vo R1 R2 VR

3.3V 1.5㏀ 680Ω 1㏀

5V 1㏀ 680Ω 1㏀

12V 3.9㏀ 680Ω 1㏀

15V 5.6㏀ 750Ω 1㏀
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Function Pin

Pin No.1 CNT : Remote on/off Control

	 on : 2.4~5.5VDC or open

	 off : 0~1.2VDC or short -Vin

Pin No.6 TRM : Output Voltage Trimmable (±10%)

|  Mounting Hole (Top View)  |
NOTE
1. Unit : mm(inch)
2. Weight : 80g(Max)
3. Material : Zn


