
600W ISOLATED DC-DC CONVERTER 

Main Branch +82-2-855-4955 sales@powerplaza.co.kr

U.S.A. Branch +1-714-668-0606 sales@powerplazaus.com

ENVIRONMENTAL

-40  ~ 90 (Base Plate)

-40  ~ 125

Forced Air, Heat Sink

20% ~ 90%RH

Operating Temperature Range

Cooling Method

Storage Temperature Range

Operating Humidity (Non-Condensing)

  

48V, 72V, 96V Inputs
Single Outputs
FEATURES 

- High Efficiency
- Screw Type Pin
- 1500Vdc Input to Output Isolation
- Output Over Voltage Protection (OVP)
- Input Over Voltage Protection (OVLO)
- Input Under Voltage Protection (UVLO)
- Over Temperature Protection (OTP)
- Over Current Protection (OCP)
- Short Circuit Protection (Hiccup, Auto-Restart)
- Remote On/Off Control (CNT)

ELECTRICAL SPECIFICATIONS

Input

91.2 - 92.1% Typ.

DC 48V(36 - 75), 72V(50 - 100), 96V(60 - 115)Input Range

Efficiency

Remote On/Off Control

Output

±2.0%

12V

±0.5% Max.

1% of Vout (Bandwidth : 20MHz)

±0.5% Max.

Output Voltage Tolerance

Output Voltages

Line Regulation

Ripple and Noise

Load Regulation

On : Short to -Vin

Off : Open

Protection Circuit Hiccup, Auto-Restart at 115 - 140% of RatingShort Circuit Over Current Protection

Auto-Restart

Auto-Restart About 120% Vout Nom.

100 (Base Plate), Auto-Restart

Under Voltage Protection

Output Over Voltage Protection

Thermal Shut Down

Electrically Isolated Input-Output, Input-Case, Output-Case / DC1500V, DC1000V, DC1000VIsolation

100MΩIsolation Resistance



ORDERING INFORMATION 

12V@50.00A 600.00W 120mVp-p 91.2%

12V@50.00A 600.00W 120mVp-p 92.1%

36 - 75V

50 - 100V

60 - 115V 12V@50.00A 600.00W 120mVp-p 91.9%

Input Output Maximum
Power

Ripple&Noise
Max.

Efficiency
Typ.

Model
Number

1 All dimension are in inches (mm)
2 Weight : 408g or less
3 Material
ㆍCase : PBT
ㆍCooling Plate : Aluminium Base Plate
ㆍScrew Pin (1-5) : Phosphor Bronze / Gold Flash
3 For Screw Pin Attachment, Apply Mounting Torque of Max. 4Nm

NOTE 

DIMENSIONS 

EXTERNAL PARTS 

YPM600

Model

1kΩ

VR

3.9kΩ

R1

680Ω

R2

12V

Output
Voltage

PIN ASSIGNMENTS 

Single Output

1. CNT
2. - Vin
3. +Vin

4. +Vout
6. - Vout

TRIM METHOD


	ypm1
	ypm2

