DC/AC CLAMP METER

DC/AC DIGITAL CLAMP METER / SCM-400
AC DIGITAL CLAMP METER / SCM-450
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SCM-400
SPECIFICATIONS
DC A Range 400A
SCM-400 Resolution 100mA
ONLY Accuracy +3.0%rdg+5dgt
Range 400A
AC A Resolution 100mA
Accuracy +3.0%rdg+5dgt
> Range 400mV 4V 40V 400V 500V
=) s 82t DC V Resolution 100V 1mv. 10mV_ 100mV 1V
= § E Accuracy +1.3%rdg +2dgt
3 Range 4V 40V 400V 500V
o AC V Resolution imv 10mv 100mV 1V
Accuracy +2.3%rdg +5dgt
m a (O?zm) Range 4009 ~40M Q (Brange)
§ - SOM-450 Resolution 100m Q ~ 10K Q (6range)
h Sf ONLY Accuracy +2 0~10%, 2dgt~5dgt
O <§ g Continuity Range
@ - Check Resolution 4002
(24 <) [Continuity beeper
> ! géc' Resolution 0~40C, 80% RH(Max)
8 ; Continuity beeper Approx 6mW(TPY)
o : C) 3 Dimensions and Weight 48(W)x175(H)x33(D)mm, Approx 150g
e Accessories Ialracion el o0. Tastlsad.r b
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ADC CLAMP METER

AC DIGITAL CLAMP METER / SCM-600
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SPECIFICATIONS

~ 600A

600A MAX
DIGITAL CLAMPMETER

AUTO POWER OFF
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DESCRIPTION SCM-600
Range 300A 600A
AC A Resolution 0.1A 1A
Accuracy +2 0%rdg +5dgt
Range 300mV 3V 30V 300V 650V
DC V Resolution 1004V imV 10mV  100mV 1V
Accuracy +1.5%rdg +2dgt
Range 3V 30V 300V 650V
AC V Resolution imV 10mV 100mV 1V
Accuracy +2 0%rdg+4dgt
Continuity Range 300L
Check Resolution 0.1Q
=< [Continuity beeper <approx. 20Q
Operational temperature 0~407T, 80% RH(Max)
Power consumption Approx 5mW(TPY)
Dimensions and Weight 68(W)x188(H)x34(D)mm
Batiry1.5V R-6(AA)......... 2pc
Accessories Instruction manual....1pc. Test lead......1pc.
Case.......1pc
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