
ATS Type Crystal Design Kit - ATS-49/U All Products  are made by SUNNY Electronics in KOREA

Load Cap. ESR(Ω) Load Cap. ESR(Ω)

pF  Max pF  Max

1 ATS-3.579545MHz 16pF 150 16 ATS-13.560MHz 20pF 50

2 ATS-3.6864MHz 20pF 150 17 ATS-14.31818MHz 16pF 50

3 ATS-4.000MHz 18pF 120 18 ATS-14.7456MHz 20pF 50

4 ATS-4.9152MHz 20pF 120 19 ATS-16.000MHz 20pF 40

5 ATS-5.000MHz 20pF 100 20 ATS-18.432MHz 20pF 40

6 ATS-6.000MHz 20pF 90 21 ATS-19.6608MHz 20pF 40

7 ATS-6.144MHz 20pF 90 22 ATS-20.000MHz 20pF 30

8 ATS-7.3728MHz 20pF 90 23 ATS-22.1184MHz 20pF 30

9 ATS-8.000MHz 20pF 70 24 ATS-24.000MHz 20pF 30

10 ATS-8.192MHz 20pF 70 25 ATS-24.576MHz 20pF 30

11 ATS-10.000MHz 20pF 60 26 ATS-25.000MHz 20pF 30

12 ATS-11.0592MHz 20pF 60 27 ATS-27.000MHz 20pF 50

13 ATS-12.000MHz 20pF 50 28 ATS-28.636363MHz 16pF 50

14 ATS-12.288MHz 20pF 50 29 ATS-30.000MHz 20pF 50

15 ATS-13.000MHz 20pF 50 30 CH206-32.768KHz 12.5pF *Tuning fork

Electrical Specifications Pb-Free and RoHS Compliance

* Q'ty : 15pcs/each value

*Notice  : Please use the products in this package for experiment or test production, but don't use for mass production

KIT Designed & Manufactured by elePARTS Co.,Ltd

No. PART NUMBER

±15, ±30, ±50ppm(STD)

Load Capacitance(CL) 

Shunt Capacitance(Co)

Insulation Resistance

16pF ~ 20pF

7pF Max

500MΩ min, at 100VDC

No. PART NUMBER

Operating Temperating Range

Storage Temperating Range

Frequency Tol.(at 25℃)

-10℃~60℃

-45℃~85℃


