NOTES
* Poles:1-40

* Materia:NORYL UL94V-1 BLACK
* Suitable CT328X or CT328BX series terminal
* Mates with CW328X-XX series Pin Header

Specifications
* Current rating: 3A AC, DC

* Voltage rating: 250V AC, DC

* Temperature range: -25°C~+85°C
* Insulation resistance: 1,000M () min.

: ) CKTS PART NO. | DIM. "A” | DIM. "B
* Withstand voltage: 800V AC/minute 7 CH38-01 565
7 CH328-02 254 5.19
3 CH328-03 5.08 7.73
"A"&"B" DIM. TOLERANCE : gpasb=gt . 2he | 10l
I 0 [ O I I a0 AT
~ +(). H328— ) .
%%gégg 18 %g 8 CH328-08 7.78 | 20.43
T A0 1 E CH328-09 20.32_| 22.97
~ ! 0 CH328=10 22.86 | 25.51
2.54£0.05 11 CH328—11 25.40 | _28.05
) CH328-12 27.94 | 3059
A 13 CH328—13 30.48 33.13
14 CH328—14 33.02_| 3567
5 CH328—15 3556 | 38.21
2.6+0.2 16 CH328—16 38.10 | _40.75
B 17 CH328—17 40.64 | 43.29
8 CH328—18 43.18_| 4583
9 CH328—19 45.72 | 48.37
20 CH328=20 48.26 | 50.91
: 21 CH328—21 50.80 | _53.45
A A 22 CH328—22 53.34 | 55.99
0 N 23 CH328-23 55.88 | 58.53
N 24 CH328—24 58.42 | _61.07
o 25 CH328—25 60.96 | 63.61
s 27 CH328—27 | 66.04 | 68.60
3 30 CH328—30 73.66 | 76.31
5 32 CH328—32 78.74 | 81.39
34 CH328—34 83.870 | 86.47
36 CH328—36 88.90 | 91.55
40 CH328-40 99.06_1 101.71
, TOLERANCE| DRAWN DATE | 2005.10.31
2 > K n. o = . .
R ¥R E RN F) TITLE | 2.54mm pitch Wire to Board Connectors IV — =
0. 0.50
CHIEN SHERN ENTERPRISE CO.,LTD. |PART NO.| CH328-XX 0.0 =030 |APPROVE DATE
DWG.NO.| CH328-XX 0.00 +0.20 SCALE UNIT mm




