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Ny ] At U Ao Aot U Ao 6 | HOUSING 1 | pBT/PC
5 | SPRING PIECE 1| PHOSPHOR BRONZE Sn—Plating
4| CURVE PIECE 1 | H62 BRASS Sn—Plating
3| SPRING PIECE 1_| PHOSPHOR BRONZE |Sn—Plating
2 | CURVE PIECE 1 | He2 BRASS Sn—Plating
SPECIFICATION 1| FLAT PIECE 1_| He2 BRASS Sn—Plating
1. Rating : DC 30V 0.5 NO. | DESCRIPTION QTY | MATERIAL PLATING
2. Contact resistance: d0.03Q; UNTM vPE: woeL 0: PAPER N0: 6 PAGE 1 OF L
3. Insulation resistance: el00MQ (DC250V); OLERANGE] AVGLES | SGALE | VIR
4. Withstand voltages S00VAC ; € =3| PHONE JACK PU-3250 = } - } :
5. Insertion and extraction force: 3-20N; d ®Ls | &
B.life test: 5,000 cycles. DESIGNER
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SPECIFICATION
1.Rating : DC 30V 0.54;

2.Contact resistance: d0.03Q;

BSUN

3.Insulation resistance: elOOMQ (DC250V);

4.Vithstand voltage: S00VAC :

5. Insertion and extraction force: 3-20N;

6. 1ife test: 5,000 cycles.
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